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INSTALLATION & MAINTENANCE: DOOR EDGES 

 
 

STORAGE, HANDLING & ENVIRONMENTAL CONDITIONS: 
 
All materials shipped unassembled. Store vertically or on flat horizontal surface. 
 
INSTALLATION: 
 
Make sure the door surface is smooth and clean for proper fit. Make sure the door will close 
properly with the edge in place.  If it does not, plane or sand door edge, and mortised cut outs to 
allow door to close. 
 
SCREW ATTACHMENT: 
 
Place the edge in position. Make sure any cutouts are aligning correctly with installed hardware.   
Mark locations if pilot holes are needed, and drill pilot holes.  Attach with screws provided, in each 
countersunk hole.  Due to variations in door manufacture, there may be a small gap between the 
end of the door and the metal, however do not over-tighten to the point of deflection.  
 
 
 
 
 
 
 
 
 
ADHESIVE ATTACHMENT: 
 
Apply a bead of liquid adhesive in a zig-zag pattern on all edges to be attached to door.  Position 
edge on door making sure any cutouts are aligning correctly with installed hardware. Apply pres-
sure until adhesive sets up.  Immediately wipe off any excess adhesive from door or edge with 
recommended cleaning solution. 
 
CLEANING:  
 
To clean painted surfaces, use a soft cloth and mild soap and water. 
 
To clean stainless steel, use a soft cloth and mild soap and water solution or a good metal cleaner 
such as Mr. Metal by Northern Labs.  After cleaning, thoroughly rinse with clear water to remove all 
traces of the solution and wipe dry to prevent water marks from forming.  Stains which resist that 
treatment can usually be removed by polishing in the direction of the grain with a soft cloth and a 
non-abrasive stainless steel polish.   Test in an unobtrusive location. 
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